Patio Canopies

Standard Carport Canopy
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GM-NEWZ-Y13001
Pillar
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GM-NEWZ-Y13002
Pillar Cap

Cross Section Instruction

Use Screws connect

Frame and Universal Stand ~ UNiversal Stand

Use Bottom Jointer connect
Post and Top Beam

GM-NEWZ-Y13026
Pillar - New Style

@4x16 -
Self -Tapping Screws

Use Screws connect
Frame and Gutter

Straight Edge
/ Gutter

Use Bottom Jointer connect ~
Post and Gutter

Bottom Jointer

Use Pipe Attachement
onrfect Pipe and Gutter

ater
Pipt
Post
“\
se Pipe Attachement
@8 x 16 Screws cqnnect Pipe and Ground
Use Bottom Jointer connect
Post and Ground
Bottom Jointer
Post

Extrusions Profiles
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GM-NEWZ-Y13003
Top Beam

GM-NEWZ-Y13023
Flat Top Entended Ferrule
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GM-NEWZ-Y13005 GM-NEWZ-Y13006 GM-NEWZ-Y13007 GM-NEWZ-95
Premium Frame Standard Frame Wall Edge Wall Edge End Cap
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GM-NEWZ-Y13022 GM-NEWZ-D40x0.9 GM-NEWZ-Y13008 GM-NEWZ-Y13024 GM-NEWZ-Y13009
Strengthen Frame Water Pipe Side Frame Side Frame Extended Ferrule Support Bar
Extended Ferrule
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GM-NEWZ-Y13010
Gutter Extended Ferrule

GM-NEWZ-Y13011
Straight Edge Gutter

GM-NEWZ-Y13012
Radius Edge Gutter

GM-NEWZ-Y13004
Bottom Jointer



